
MACE - Australia
Unit 19 / 276 New Line Road, Dural
Sydney, NSW 2158, Australia
Phone:   +61 2 9658 1234
Email:   sales@macemeters.com

MACE - United States of America

www.macemeters.com
In-Situ Inc. 221 East Lincoln Avenue
Fort Collins, CO 80524, USA
Phone:   1-800-446-7488       Phone (Int.): +1-970-498-1500
Email:   sales@in-situ.com

MACE DOPPLER AREA/VELOCITY SENSOR - AGRIFLO XCI & FLOPRO XCI
ZX SnapStrap mounted, combined velocity and depth sensor for use in partially full pipes or open channels

Replaceable Ceramic Depth Sensing Diaphragm
4 m (13.1 ft.) Depth Range

PART No. 825-337  Rev. 1.2
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9 mm (0.35 in.) Urethane Cable (Various Cable Lengths)

MACE A/V Sensor Desiccant Filter

Part No.  Description

850-121 Desiccant Filter Module 
  (Spare Part)
  1 included with all 
  Mace A/V Sensors    

* Cables are only available in these �xed lengths
   DO NOT CUT CABLE AS PERMANENT SENSOR DAMAGE MAY OCCUR
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MACE Doppler Area/Velocity Sensor for AgriFlo XCi & FloPro XCi

Part No.  Cable Length* Sensor Wetted Materials

850-455 10 m (32.8 ft.) Cable  PVC, 316 SS, Alumina Ceramic and Epoxy

850-456 20 m (65.6 ft.) Cable  PVC, 316 SS, Alumina Ceramic and Epoxy

850-479 30 m (98.4 ft.) Cable   PVC, 316 SS, Alumina Ceramic and Epoxy

850-480 50 m (164 ft.) Cable PVC, 316 SS, Alumina Ceramic and Epoxy
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Removal/Installation Tool


